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'R£ET ADDRESS: 
20846· S. NORMANI)IE NJ£ 
T~t CA 90502 

~ADE.NAHEt 

EPOXY TCPCOAT GlOSS -IHSIGN 

SECTION 1 

' s 

-------·-----_________ ...;.._ --·--...w.li.G...Wi.th.J&.t.i!l.YJltJ_lQ.L ______________________ ,,_ .. 

~ INGREDIENTS: 

'ITAMltJt DIOXIDE 
Mm..HDATE 
.~nVENT 

I 
\ ·fOXYE:THANOL "'""-",.! ' 

wm.. CEU.OSOI..\IE 
1ETH'Il. ETHYL KETONE 

t£K 
C't'lEI£ 

XYU1 
'OI..lDE 

n:LUIJ.. 

1ILING IW&1 
115 - 343 OEG. F 

SECTION II - HAZARDOUS INGREDIENTS 

* TL\1 * PEl. * \IAPOR 
C.A.s. NO. * PCT * * PPM KG/Ki * PPM MGit13 * PRESS 

•BYWT* * * * 
13463-47-7 •20--35* * 5.00* 15.00* NA 

123-86-4 * 5-20* * 150.00 710.00* 150.00 710.004 a.o 
* * * * * 

111-76-2 * 5-20* SKIN * 25.00 120.00* 50.00 240.00* .6 

* * * * * 
78-93-3 •15-30* * 200.00 590.00* 200.00 590.00* 70.0 

* * * * * 
1330-20-7 * (5* * 100.00 435.00* 100.00 435.001 9.5 

* * * * * 
108-99-3 *10..25* * 100.00 375.00* 200.00 ---- 22.0 

* * * * * 

,______ ------------------ --------------·-------.... -, .. 
SECTION III - PHYSICAL. DATA 

VAPOR DENSITY vs. AIRt 
HEtWIER THAN AIR 

NEIGHT PER GALLDNt 
9.99 us. 

BOE-CS-0228000 



MATERIAL SAFETY DATA SHEET 

----·------------·-----·-· ---------· --------------------------------------

r CATEGORY: 
~INT, 

FLAtttABl..E LIQUID, UH-1263 

OSHA CLASSIFICATION: 
Fl.AitWl.E LIQUID - ClASS IB 

EXTINGUISHING MEDIA: 
FOAM, CARIOf DIOXIDE, DRY a£HICAI..S 

lKlSUAL FIRE AND EXPLOSION HAZARDS: 

SECTION IV - FIRE AND EXPLOSION HAZARD DATA 

FLASH POINTl ' 

40F TCC 

I<EEP CONTAINERS TIGHTLY CLOSED. ISOLATE FROM HEAT, aECTRIAL EQUIPMENT, SPARKS, 

AND OPEN FLAI1E. CLOSED CONTAINERS HAY EXPLODE WHEN EXPOSED TO EXTREME HEAT • 

APPLICATION TO HOT ~ACES REQUIRES SPECIAL PRECAUTIONS. 

SPECIAL FIRE FIGHTING f'ROCEDI.RESt 

WATER HAY BE INEFFECTIVE. WATER SHOULD BE USED TO COOL CONTAINERS EXPOSED TO 

FIRE. FIRE FIGHTING PERSONNEL SHOI.M..D WEAR SELF-cONTAINED BREATHING APPARATUS. 

LEU 1.0 

-------------·------------------- ·--------·----------------------------
SECTION V - REACTIVITY DATA 

STABILITY: 
STABLE 

INCOtiPATIBILITY <MATERIALS TO AVOID>: 

NONE REASONABl. Y FORESEEABLE. 

~ DECOHPOSITION PRODUCTSt 
CARBON tt:lNOXII£, CARBCIH DIOXIDE, SHOKE, OXIDES OF NITROGEN. 

HAZARDOUS POL Yt£RIZATION: 
WILL NOT~ 

CONDITIONS TO AVOID: 
NOT APPLICABLE 

BOE-CS-0228001 



MATERIAL SAFETY DATA SHEET 

--------------------------------·-----· -----------------------------··· SECTION VI - I-£Al.TH HAZARD DATA 

.,.. ~ LIMIT VALl£~ SEE SECTION II. ' ' 

EMERGENCY AND FIRST AID PROCEDURES: 
ItiW..ATIONt MOVE TO FRESH AIR. GIVE ARTIFICAL RESPIRATION IF NECESSARY • 
SKIN CONTACT: WASH WITH SOAP & WATER. 
EYE CONTACT: FLUSH WITH WATER FOR AT LEAST 15 MINUTES, CONSULT A PHYSICIAN. 
INGESTION: DRINK 1H: ~ TWO GtAc;GES OF WATER TO DILUTE. DO NOT INDUCE VOHITING. 

CONSI.LT PHYSICIAN~ POISON COHTI\'OL CENTER IMMEDIATELY. TREAT SYHPTOHATICALLY. 
I£DICAL CONDITIONS PROt£ TO AGGRAVATION: NONE EXPECTED 

THE FOLLOWING HAZARDS HAVE BEEN REPORTED TO BE ASSOCIATED WITH THE INDIVIDUAL COt1PONENTS OF 
THIS PRODUCT. THESE HAZARDS HAY NOT ALL BE ASSOCIATED WITH THE FINISHED PRODUCT • 

ACUTE: 
PROLONGED CONTACT WITH Tl-£ SKIN HAY LEAD TO EXTRACTION OF NATURAL OILS WITH RESULTANT 

MILD IRRITATION. 
DRY PIGMENT KAY CAUSE A NUISAHCE DUST, WHICH CAN BE IRRITATING TO RESPIRATORY SYSTEM. 
EXCESSIVE ItiW..ATION OF VAPORS CAH CAUSE NASAL AND RESPIRATORY IRRITATION, DIZZINESS, 

WEAKNESS, FATIGl£,, NAUSEA, HEADACHE, POSSIBLE UNCONSCIOUSNESS, AND EVEN 
ASPHYXIATION. 

EYE ~TACT KAY CAUSE SEVERE IRRITATION, REDNESS, TEARING, BLURRED VISIOH, AND A 
SENSATION OF SEEING HALOS AROUND LIGHTS. 

IF SWAL.LOWED, CAN CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VOMITING, AND DIARRHEA. 
ASPIRATION OF MATERIAL INTO THE LUNGS CAN CAUSE CHEMICAL PNEUMONITIS WHICH CAN 
BE FATAL • 

..QNGED I:R REPEATED SKIN CONTACT MAY CAUSE DERHITITIS. 
EYE IRRITANT 1 CONTACT HAY CAUSE EYE BURNS OR CORNEAL INJURY • 
VAPORS HAY BE IRRITATING AND CAUSE COUGHING, HEADACHE, NAUSEA, AND VOMITING. 
MODERATELY TOXIC IF SWAU.OSrED. HAY CAUSE HEADACHE, NAUSEA, VOMITING, AND WEAKNESS. 
PENETRATES SKIN READILY. FREQUENT OR WIDESPREAD CONTACT HAY RESULT IN THE ABSORPTION 

OF POTENTIALLY HARHFLl AHOUNTS WITH POSSIBLE INJURY TO KIDNEYS, LIVER, BLOOD, 
AND/OR BONE HARROW. 

CAN BE ABSORBED THROOGH TI£ SKIN. 

NOTICE! INTENTIONAL MISUSE BY DELIBERATELY CONCENTRATING AND INHALING THE CONTENTS MAYBE HARHFUl. 
OR FATAL. REPORTS HAVE ASSOCIATED REPEATED AND PROLONGED OCCUPATIONAL OVEREXPOSURE TO SOLVENTS 
WITH PERtW£NT BRAIN AND NERVOUS SYSTEM DAMAGE. 

CIRINIC: 
REPEATED OVEREXPOSURE HAY RESll.. T IN DAMAGE TO THE BLOOD. 
CIRINIC EXPOSURE HAY CAUSE l.IVER AND KIDNEY DAMAGE. 
OVEREXPOSURE TO MATERIAL HAS BEEN SUGGESTED AS A CAUSE OF THE FOLLOWING EFFECTS IN 

HlilANS: f.ARDIAC ABNORHALITIES. 
OVEREXPOSURE MAY CAUSE RED BLOOD CELL AND LEUCOCYTE DISORDERS WHICH HAY RESULT IN AN 

ANEMIC CONDITION. 
I£AL. TH STUDIES HAVE SHOWN THAT MANY PETROLEUM HYDROCARBONS POSE POTENTIAL HUHAN 

HEALTH RISKS WHICH HAY VAAY FROM PERSON TO PERSON. AS A PRECAUTION, EXPOSURE TO 
LIQUIDS AHD VAPORS OF PETROLEUM PRODUCTS SHOULD BE MINIMIZED. 

OVEREXPOSURE TO MATERIAL HAS BEEN SUGGESTED AS A CAUSE OF THE FOLLOWING EFFECTS IN 
OOHANSt LIVER ABt«lRHAL.ITIES. 

BOE-CS-0228002 



MAliRIAL SAFITY DATA SH££T 

SECTION VII - SPILL OR LEAK PROCEit.RES 

f ''i3 TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SP'Iu.Ellt • 
·~ TO PROTECTIVE I£ASURES LISTED IN SECTIONS IV • , V • , VI • t VII I. AND IX. 

REMOVE ALL SOURCES OF IGNITION. AVOID BREATHING VAPORS. VENTILATE AREA. REMOVE 

WITH INERT ABSORBENT • 

WASTE DISPOSAL METHOD: 
INCINERATE IN Af'PRCICJED FACILITY • DO HOT INCINERATE CLOSED CONTAINERS. DISPOSE IF 

IN ACCtJIDANCE WITH FEDERAL., STATE, AND LOCAL POLLUTION CONTROL REQUIREMENTS. 

SECTION VIII - SAFE HANDLING. ~ USE INFORMATION 

RESPIRATORY PROTECTION: 
ADEQUATE VENTILATION IS REQUIRED. USE NIDSHIHSHA APPROVED RESPIRATOR DEVICE. 

SEE Y~ SAFETY EQUIPI£NT SlPPLIER FOR EVALUATION AND RECOHHENDATION. 

IN CONFINED ARF.AS USE NIDSHIHSHS APPROVED AIRLINE RESPIRATOR OR HOOD. 

VENTILATION: 
PROVIDE SUFFICIENT VENTILATION TO KEEP VAPOR CONCENTRATION BELOW GIVEN TLV AND 

LEL. FOR 9AKING FINISHES, EXHAUST VAPORS EMITIED ON HEATING. REMOVE 
DECOHPOSITION PRODOCTS FORMED DURING WELDING OR FLAME CUTIING OF SURFACES COATED 

WITH THIS PRODUCT. 
PROTECTIVE GLOVES: 

REOOIRED FOR PROLONGED OR REPEATED CONTACT • 

EYE PROTECTION: 
USE SAFETY EYEWEAR DESIGNED TO PROTECT AGAINST SPLASH OF LIQUIDS, 

OlHtR PROTECTIVE EQUIPHENTt 
EYE BATH AND SHOWER SHOULD BE AVAILABLE. USE CHEMICAL RESISTANT APRON, BOOTS OR 
OTt-ER CLOTHING. IF NEEDED TO AVOID REPEATED OR FREQUENT SKIN CONTACT. LIQUID HAY 

PENETRATE SHOES AND LEAnER CAUSING DELAYED II\1UTATION. 
HYGIENIC PRACTICES: 

WASH HANDS BEFORE EATING, SKJKING OR USING WASHROOH 

----------------------------·-------------------.. ---------·--------·-----------
SECTION lX - SPECIAL PRECAUTIONS 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: 
KEEP f!MAY ffi1lH HEAT, SPARKS, AND OPEN FLAMES. CLOSE CONTAINERS AFTER EACH USE. 

CONSlL T NFPA CODE FOR ADDITIONAL STORAGE REQUIREMENTS • 

OTI£R PRECAUTIONS: 
DO NOT TAKE INTERNALLY • USE APPROVED BONDING AND GROUNDING PROCEDURES. OBSERVE 

LABEL PRECAUTIONS. 

THIS INFORMATION IS FURNISHED WITHOUT WARRANTY t EXPRESSED OR IHPLIED, EXCEPT THAT IT IS ACCURATE 

TO THE BEST KNOWLEDGE OF AKZO COATINGS AMERICA. THE DATA ON THIS SHEET RELIES ONLY TO THE 

SPECIFIC MATERIAL DESIGNATED HEREIN. AKZO COATINS AMERICA ASSUMES NO LEGAL RESPONSIBILITY FOR 

USE OR RELIANCE UPON THIS DATA. 

BOE-CS-0228003 


